
There is an all-glass version of forced-entry resistance glazing. 
The composition of the glazing is directly related to the type of 
threat to which it will be exposed:

Designed to protect against vandalism and «smash and grab» type 
thefts.

This type of protection is particularly suitable for:

  Private residences;

  Ground floors;

Forced-entry protection consists in retarding or preventing 
attempted robbery or assault.

The glazing must:

  Provide prolonged resistance to repeated blows from agressors 
with limited or considerable means and time at their disposal;

  Continue to provide effective protection until unit replacement.

The choice of forced-entry resistance glazing is determined by:

  The value of the goods displayed;

  The predicted break-in time.

Individual criteria should dictate the type of glazing used (e.g. 
value of displayed goods, risk factors, environment).

Possible applications:

  Buildings or stores displaying valuable objects;

  Private residences containing valuable objects;

  Security glazing in psychiatric hospitals or prisons;

  Museums, bank doors, prison security posts.

Performance of security glazing is determined by a series of 
tests performed in accordance with ASTM Standard F1233. Other 
glazing standards as HP White TP-0500.03 also exist.

PREL-PROTECT 
Physical-Assault Resistance
All-Glass Glazing

  Burglary resistance;

  Forced-entry resistance.

DESCRIPTION

BURGLARY RESISTANCE*

FORCED-ENTRY RESISTANCE
(Medium to high security)

  Store windows displaying objects of limited value or exposed to 
vandalism;

  Glazing in buildings where mobbing could occur.

Protection performance levels of laminated glass are normally 
determined in accordance with Underwriters Laboratory test 
UL 972.

The information contained herein is, to the best of our knowledge and belief, 
correct. This information is intended for reference purposes only. In no event 
will Prelco Inc. be responsible for faulty usage of this product. The information 
contained herein may change as new developments occur and further 
experience is gained. 20
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*Contact us for more information about this product.

Impact test for forced-entry 
resistance glazing (ASTM F1233).

T. 418 862-2274
Toll free. 1 800 463-1325 
sales@prelco.ca 
prelco.ca
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